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< = X
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} 3 10-12' | EASTERN RED CEDAR 20-40' | PIONEERING EVERGREEN TREE OF MEADOWS. PROVIDES
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General Notes

1. THE LOCATION OF UNDERGROUND
UTILITIES HAVE NOT BEEN VERIFIED OR
INSPECTED. THE CONTRACTOR, PRIOR
TO COMMENCEMENT OF CONSTRUCTION,
SHALL VERIFY THE LOCATION OF ALL
UTILITIES AND CONTACT "DIG—SAFE™ AT
1-888—-344—7233.

2. THE CONTRACTOR SHALL EXERCISE
EXTREME CAUTION TO PREVENT ANY
DAMAGE TO ADJACENT PROPERTIES.
ALL AREAS WHICH ARE AFFECTED BY
THE CONTRACTOR'S OPERATIONS SHALL
BE RETURNED TO THEIR ORIGINAL
CONDITION OR BETTER, AT NO
ADDITIONAL COST TO THE OWNER.

5. ANY CHANGE IN FIELD CONDITIONS
SHALL BE REPORTED TO THE
ENGINEER TO INSURE THAT ANY
MODIFICATIONS TO THE ORIGINAL
DESIGN ARE PROPER AND ADEQUATE
TO SERVE THE PROJECT'S NEEDS AND
COMPLY WITH THE APPLICABLE
STANDARDS AND REGULATIONS.

4. CONTRACTOR SHALL IMMEDIATELY
REPAIR OR FILL ANY POTHOLES THAT
OCCUR DUE TO CONSTRUCTION.

5. CONTRACTOR SHALL LINE LIMIT OF
WORK (LOW) WITH STRAW BALES
STAKED WITH A MINIMUM OF TWO (2)
STAKES PER BALE A MINIMUM OF ONE
(1) FOOT DEEP INTO THE GROUND.

6. REMOVE ALL TEMPORARY EROSION
CONTROLS FROM THE SITE AT THE
CONCLUSION OF CONSTRUCTION
ACTIVITIES.

7. CONTRACTOR SHALL REPAIR ALL
PAVING ON SITE DAMAGED OR
REMOVED DURING CONSTRUCTION.

8. STORMWATER SHALL NOT BE
DIRECTED INTO THE BASIN UNTIL ALL
PLANTINGS ARE SUITABLY ESTABLISHED.
CONTRACTOR SHALL EITHER TIE INTO
THE EXISTING CATCH BASIN LAST OR
INSTALL A REMOVAL PLUG.
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